@ This instrument is the realization of a long history of specialized research, design, and manufacture. It is simple in construction and high in performance. The multiple
cell holder is one of the unique features of the Spectro UV-2550. It is able to test, record and print four sample results immediately by built in interface RS 232C. The
Spectro may save the reagents and samples by using the optional semi-micro cuvette of 1.5 ml or less to reduce waste. This unit was constructed with high reliability,
durability, ease of operation, and maintenance in mind.

@ Micraprocessor control, 16x2 LCD display. @ Data can be printed on an optional desktop printer @ PC Control provided for more accurate
@ Auto zero and auto 100% T adjustment provided and can be downloaded to a PC through RS-232. and flexible measurement requirements
@ Calibration curve can be set up by either @ Up to 10 calibration curves can be stored and (optional).
measuring or entering up to 10 standards or entering edited for user’s convenience. @ Power source automatic for both
K and B factors directly via the keyboard. @ Auto-wavelength control (optional). 110V. and 220V, 50/60Hz.
4 square optical cells 10mm. Dust cover. OPTIONAL: Constant Temperature
2 square quartz cells 10 mm. Instruction manual. OPTIONAL: Flow Through System
1 multiple cell holder. 1 power cable. OPTIONAL: Large Cell Holder up to 100mm.
2 filters with for accuracy test. OPTIONAL: Software and connection cable OPTIONAL: Large Cell 20-30-40-50 and 100 mm.
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